FABRIC REINFORCED ELASTOMERIC MAT
Effective: July 14,2000
Revised: September 12, 2003

Description. This work shall consist of furnishing and installing the fabric reinforced elastomeric
mat as shown on the plans and as directed by the Engineer.

Materials. The elastomeric material requirements for the reinforced mat shall be according to
the following:

The Elastomer Compound for the mat shall be according to AASHTO M 251 for
Polychloroprene “50 duro”, except the tensile strength shall be 10.3 MPa (1500 psi) minimum or
it shall be (EPDM) ethylene propylene diene monomer according to Article 1052.02 of the
Standard Specifications.

The composite of the fabric and elastomer shall have a minimum tensile strength of 122.6 x
122.6 N/mm (700 x 700 Ib/in) according to ASTM D 378.

The minimum elongation at ultimate tensile strength shall be 30 percent according to ASTM D
412.

The minimum thickness of the reinforced mat shall be 3 mm (1/8 in.).

Threaded studs, washers and nuts shall be according to ASHTO M 164. Flattening plates shall
be according to AASHTO M 270M, Grade 250 (M 270,Grade 36).

Method of Measurement. The fabric reinforced elastomeric mat and all hardware necessary to
install the mat will not be measured for payment but shall be included in the concrete pay item
involved.



